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REUSABLE PACKAGING SYSTEMS
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THE HEXAPAK ADVANTAGES

HEXAPAK reusable boxes are foldable large load carries manufactured with HEXAPAN (R) STRONG
wall and fullfill all requirements on modern suppliers with diffrent application area automative, white
goods, foood and drinks industry, industrial packaging producer and factory to factory logistics.

HEXAPAK have ideal packaging density and structure of impact-absorbing during carriage.
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VOLUME REDUCTION UP TO 80%
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Technical Data Sheet

DESIGN OPTIONS
DESIGN PALLET Metarial | Hpde ESD
Colour Black According to Custormer Request
D PTl D N S SLEEVE Metarial Hexapan Light 64pp80/10pp1.0
Colour Crey | According to Custormer Request
Thickness | 10mm
Density 3000gsm | According to Customer Request
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PRODUCTS HEXAPAK 51208L HEXAPAK S1210L
Truck Load Full HexaPak 102* Truck Load Full HexaPak 78*
Truck Load Empty HexaPak 510* Truck Load Empty HexaPak 286*
EXTERNAL DIMENSIONS 1200x800x900 EXTERNAL DIMENSIONS 1200x1000x900
Container Weight 23 kg Container Weight . 25ke
Max Number of container per stack 6 Max Number of container per stack 6
Static Loading Capacity 4000 kg Static Loading Capacity 4000 kg
Dynamic Loading Capacity 2000 kg Dynamic Loading Capacity 2000 kg
Volume Reduction 15 Volume Reduction 1.4

* for Megatrailer with their dimensions of 13600 x 2400 x 2960 mm

Packaging Goods ackaging

Spare Parts Textiles Food and Drink Conductive Part
Industry Packaging
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Industrial White Automotive Bulk Metarial
APPLICATIONS 5
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